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AVVERTENZE AI SENSI DEL DLGS 196/2003: Le informazioni contenute in questo documento sono da considerarsi strettamente riservate. Il loro utilizzo è consentito 
esclusivamente al destinatario del messaggio per le finalità indicate nel messaggio stesso. Qualora riceveste questo fax senza esserne il destinatario Vi preghiamo 
cortesemente di rinviarlo al mittente e di procedere alla distruzione del messaggio stesso. Costituisce comportamento contrario ai principi dettati dal Dlgs. 
196/2003 il trattenere il messaggio stesso, divulgarlo anche in parte, distribuirlo ad altri soggetti, copiarlo, od utilizzarlo per finalità diverse. 
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Uniformity of emission rate: category A in accordance to the norm ISO 9261.
Flow rate qn (1 bar) and coef. variation CV:

DUAL STANDARD EU=90%, P=1.2 bar, 0% slope
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SPACING

Type

qn

CV %

16/2

2,30

2,30

16/4

4,40

2,03

16/8

9,50

3,70

20/2

2,10

2,52

20/4

4,15

2,15

20/8

9,00

4,20

Uniformity of emission rate: category A in accordance to the norm ISO 9261.
Flow rate qn (1 bar) and coef. variation CV:

Type

qn

CV %

16/2 PC

2,35

2,49

16/4 PC

4,50

4,89

20/2 PC

2,50

2,57

20/4 PC

4,50

5,15

PC EU=90%   P=3 bar   l= 0% slope
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SPACING

*EU: Emission Uniformity calculated with the Keller-Karmeli equation

EU= 100 1-1.27          
CV

√n(

(Qmin

Qmed

CV = Coefficient of technological variation       n =  Number of drippers

Qmin = Mimimum flow rate (l/h)    Qmed = Medium flow rate (l/h)

The flow rate of the drippers is garantee also in presence of one hole.
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