
ALWAYS CHARGED.
MAINTENANCE FREE.
5 YEAR WARRANTY.

Pressure tanks with diaphragm membrane

AQUAVAREM

AQUAVAREM line from 19 to 280 liters 
The Aquavarem tanks have a diaphragm membrane for potable water
and an internal soft liner so that they can be used for water booster 
systems and hot potable water

AQ
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PATENTED



Item Capacities Pressure max. Connector Dimensions
lts bar ” mm

vertical D H
UD0193FUS4000000 19 10 1” 250 450
UD0403FUS4000000 40 10 1” 380 460

Temperature -10 +99 °C - Pre-charge 2 bar

double seal

butyl diaphragm

high resistance
painting

internal sinthetic
soft liner

Pressure tanks with diaphragm membrane

AQUAVAREM

Mod. 19-40 L

Item Capacities Pressure max. Connector Dimensions
lts bar ” mm

vertical D H
UD0603FUS4000000 60 10 1” 380 780
UD1003FUS4000000 100 10 1” 450 840
UD1403FUS4000000 140 10 1” 450 1070
UD2003FUS4000000 200 10 1” 554 1150
UD2803FUS4000000 280 10 1” 624 1250

Mod. 6O-280 L

Item Capacities Pressure max. Connector Dimensions
lts bar ” mm

horizontal H L
UD0203FUS40BP000 20 10 1” 280 490
UD0613FUS4000000 60 10 1” 430 670
UD1013FUS4000000 100 10 1” 485 760

Mod. 20-100 L

www.varem.com • varem@varem.com
Azienda certificata UNI EN ISO 9001:2008 e UNI EN ISO 14001:2004 - Tutti i prodotti sono certificati CE e TÜV SÜD.

stainless steel
connection
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8 and 24 liters models available in 2019


